
PI-2WCP
2 WATT

SELF AMPLIFIED
PLASTIC CEILING SPEAKER

RECESSED VOLUME CONTROLAmplifying Your Profits®

Made With Pride
In The U.S.A.
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DESCRIPTION
The PI-2WCR2 self-amplified ceiling speaker 
contains high efficiency circuitry with adjustable 
output level. Designed to be used with tele-
phone systems or paging devices with a 600 
ohm audio output

g
APPLICATIONS
The PI-2WCR2 self amplified ceiling speaker 
recommends itself for indoor applications. The 
intelligibility of this ceiling speaker makes it ide-
ally suited for office environments, department 
stores, or any location in need of a discreet 
means of paging. The volume control is re-
cessed, ensuring the added security that only 
authorized persons can have access to adjust-
ing audio output. The aesthetic finish of the 
PI-2WCR2 ceiling speaker makes it suitable for 
use in places warranting a professional appear-
ance. The intelligibility is exceptional whether 
for background music or paging.
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Amplifying Your Profits®

= Rated 2 watt continuous duty

= Sturdy construction.

= Recessed volume control.

= 11” round flush mount plastic grill. 

= Ceiling white non-glare blends with 
most ceiling materials.

= Manufactured of U.V. stabilized high 
impact polystyrene thermoplastic 

= Paintable and non-corroding grill 

= Matching phillips whitehead screws 
for electric drivers.

= Manufactured and tested under rigid 
quality requirements.



Sound - Engineered Loudspeaker Devices PI-2WCP

ARCHITECT AND ENGINEERING
SPECIFICATIONS

This round flush mount ceiling-speaker includes an 8” 
diameter cone type loudspeaker. It has four mounting 
holes on a 9 1/8” diameter circle. The grill is construct-
ed of U.V. stabilized, high impact polystyrene thermo-
plastic. Finished in a ceiling white. Furnished with four 
#8 x 1 1 /2” truss-whitehead sheet metal screws to 
fasten grill to ceiling mounting device.

TECHNICAL SPECIFICATIONS

Rated Power 
2 Watts

Frequency Response 
400 - 8500 HZ

Input Sensitivity
150mv RMS

Impedance
1 K OHM

Power Required
24vdc 300ma

Operating Temperature
0° - 37° C

GENERAL SPECIFICATIONS 
Grill size
11” diameter

Weight
1 lb 8.3 oz.

Packing
1 per crtn, 6 per master

MATERIALS:
U.V. Stabilized, high impact polystyrene 
thermoplastic.

GRILL MOUNTING FASTENERS:
Four #8 x 1 1 /2” phillips truss whitehead 
sheet metal screws.

SPEAKER SIZE:
8” dual cone speaker (7 5/ 8” diameter 
magnetic center)

COLOR:
Ceiling white, non-corroding, paintable.

T-Bar Mounting Diagram


