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DESCRIPTION
The PI-2WW self-ampliýed wall bafþe contains 
high efýciency circuitry with adjustable output 
level. Designed to be used with telephone sys-
tems or paging devices with a 600 ohm audio 
output.
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APPLICATIONS
The self-ampliýed construction of the Page 
Industries PI-2WW wall bafþe recommends 
itself for indoor applications. The intelligbility of 
this wall bafþe makes it ideally suited for ofýce 
environments or any location in need of a dis-
creet means of paging. The tasteful walnut ýn-
ish of the PI-2WW wall bafþe makes it suitable 
for use in places warranting a professional 
appearance. The intelligibility is exceptional 
whether for background music or paging. 
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Amplifying Your Profits®

= Rated 2 watt continuous duty

= Sturdy construction.

= Recessed volume control.

= Deluxe oblique design for sound 
direction and efýciency.

= Dual cone speaker for extended 
frequency response.

= Designed to penetrate normal noise 
levels.

= Attractive walnut grained ýnish 
sheathed with midnight black nylon 
cloth face.

= Manufactured and tested under rigid 
qualitiy requirements.



Sound - Engineered Loudspeaker Devices PI-2WW

ARCHITECT AND ENGINEERING
SPECIFICATIONS

This oblique faced loudspeaker bafþe encloses an 8ò 
diameter cone type loudspeaker. The bafþe is con-
structed of İò medium density ýberwood glued in all 
four joints and using a corner bead of hot melt adhe-
sive to add a structural integrity. The construction is of 
a midre.fold using a walnut, vinyl ýnish. Accoustic type 
black grill cloth is used.

TECHNICAL SPECIFICATIONS
Rated Power 
2 Watts

Frequency Response 
400 - 8500 HZ

Input Sensitivity
150mv RMS

Impedance
1 K OHM

Power Required
24vdc 300ma

Operating Temperature
0Á - 37Á C

GENERAL SPECIFICATIONS 
Grill size
9İò x 10 İò x 5İò (top)
3Ĳò (bottom)

Weight
4 lb 7 oz.

Packing
1 per carton, 6 per master

MATERIALS:

ENCLOSURE 
İò  Medium Density Fiberwood walnut 
6 mil ýnish

BAFFLE BOARD 

ıò Medium Density Fiberwood

GRILL CLOTH 
Midnight black nylon

MOUNTING BRACKET SCREW 
#8 x lò Phillips Truss tapping screw black 
oxide

SPEAKER
8ò dual cone speaker (7 5/8ò diameter 
magnetic center)


