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= Rated 10 watt continuous duty

= Sturdy construction

= Recessed volume control

= Deluxe oblique design for extended 
range and efficiency

= Grill design hides and protects 
speaker while providing sufficient 
output of sound

= Superior speech intelligibility 
designed to penetrate normal noise 
levels

= Constructed of high impact 
polystyrene

= Able to be painted and is non-
corroding

= Manufactured and tested under rigid 
quality requirements
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DESCRIPTION
The PI-45WP wall baffle contains high ef-
ficiency circuitry with adjustable output level. 
Designed to be used with telephone systems or 
paging devices with a 600 ohm audio output.
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APPLICATIONS
The PI- 45WP wall baffle recommends itself for 
multitask indoor applications. The intelligibil-
ity of this wall baffle makes it ideally suited for 
office environments or any location in need of a 
discreet means of paging. The winter white fin-
ish of the PI-45WP wall baffle makes it suitable 
for hospitals and nursing facilities. The intel-
ligibility is exceptional whether for background 
music or paging. 
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ARCHITECT AND ENGINEERING
SPECIFICATIONS

This oblique faced loudspeaker baffle encloses an 8” 
diameter cone type loudspeaker. The baffle is con-
structed of high impact polystyrene. The housing con-
struction is of a ported design to control low frequency 
response. The horizontal bar grill provides ample area 
for sound dispersion while concealing and protecting 
the speaker.
The finish is winter white in color with the grill and 
housing both paintable.

TECHNICAL SPECIFICATIONS

Magnet Weight Type
5 oz. Ceramic

Speaker Type 
(Moisture Resistant Cones)
Dual Cone

Power Rating (Watts) 
(Per EIA Standard RS-426-A)
10

Sensitivity; SPL; 1W, 1M 
(SPL Ref. 2.0E-04 Microbars)
96 dB

Response
40 Hz-18 KHz

Impedance (Ohms)
45

Coil Diameter
3⁄4”

Depth (No Transformer)
2-23/32

Weight (Lb.)
1.4

Transformer Mount
1-3/4”, 2”, 2-3/8”

GENERAL SPECIFICATIONS 
Size
11 3/16” x  9 
11/16” 
x 4 5/8” (top)
2 1 /2” (bottom)

Weight
2 lbs 12 oz.

Packing
1 per crtn, 4 per master1 per crtn, 4 per master

MATERIALS:
High impact polystyrene thermoplastic

MOUNTING:
Bracket molded into housing for superior 
structural support. Three notches spacing 
at 5 inches from notch #1 to notch #3. 
Assists in a perfect mount.

SPEAKER:
8” dual cone speaker (7 5/ 8” diameter 
magnetic center)

COLOR:
Winter white (paintable)


